
YTG10TLV YTG6000N YTG15TLV YTG20TLV YTG30TLV YTG40TLV YTG50TLV YTG65TLV YTG75TLV

Prime 8 7.5 12,5 15 20 33 40 50 60

Standby 8.8 8.25 13,7 16,5 22 35 44 55 66
Prime – – 13 18 25 38 55 60 65

Standby – – 14,5 20 27,5 43 60 65 70

12.2 34 19 22,8 30,4 50,1 60,8 76 91,3
13.4 37.5 20,8 25,1 33,4 53,2 67 83,6 100,4

– 17,1 23,6 32,8 49,9 72,1 78,7 85,3
– 19 26,2 36,1 56,4 78,7 85,3 91,8

50 Hz
60 Hz

No. of Poles
Phase and Wire
Power Factor
Voltage Regulation
Excitation
Insulation
Approx Dry Weight (Silent) 400 703 810 817 914 1062 1362 1362
Sound Level dBA from 1 
meter / 7 meter 73 / 63 73 / 63 73 / 63 73 / 63 76 / 66 78 / 68 78 / 68 78 / 68

Approx Dry Weight (open) – 621 700 708 778 945 1045 1045
3TNV76-GGE 3TNV76-GGE 3TNV 88 4TNV 88 4TNV 84T 4TNV 98 4TNV 98T 4TNV 106 4TNV 106T

Indirect 
Injection

Indirect 
Injection

Direct Injected Direct Injected Direct Injected Direct Injected Direct Injected Direct Injected Direct Injected

Natural 
Aspiration

Natural 
Aspiration

NA NA Turbo Charged Natural 
Aspiration

Turbocharged NA Turbo Charged

8.2 8.2 12,3 16,4 19,1 30,7 37,7 41,2 50.9
9 9 14,8 19,6 24,3 36,4 45,3 53,3 60.9

1500 1500 1500 / 1800 1500 / 1800 1500 / 1800 1500 / 1800 1500 / 1800 1500 / 1800 1500 / 1800
76 x 82 76 x 82 88 x 90 88 x 90 84 x 90 98 x 110 98 x 110 106 x 125 106 x 125
1116 1116 1642 2190 1995 3319 3319 4412 4412

3 3 3 4 4 4 4 4 4

Diesel Fuel 
ASTM 2D

Diesel Fuel 
ASTM 2D

Diesel Fuel 
ASTM 2D

Diesel Fuel 
ASTM 2D

Diesel Fuel 
ASTM 2D

Diesel Fuel 
ASTM 2D

Diesel Fuel 
ASTM 2D

Diesel Fuel 
ASTM 2D

Diesel Fuel 
ASTM 2D

2.5 2.5 2.69/3.24 3.56/4.25 4.18/5.32 6.33/7.51 7.47/8.98 8.74/11.31 10.38/12.42
– – 3.59/4.32 4.74/5.67 5.57/7.09 8.44/10.01 9.96/11.97 11.65/15.08 13.85/16.57

3.5 3.5 6,7 7,4 7,4 10,5 10,5 14 14
1 1.0 2 2,7 2,7 4,2 4,2 6 6

40 76 130 150 150 185 185 230 230
– – 70 110 110 110 110 130 130

12 – 0.9 12 – 0.9 12 – 1.2 12 – 1.4 12 – 1.4 12 – 2.3 12 – 2.3 12 – 3.0 12 – 3.0
12 – 15 12 – 15 12 – 40 12 – 40 12 – 40 12 – 40 12 – 40 12 – 60 12 – 60

12 – 35 x 1 12 – 35 x 1 12 – 65 x 1 12 – 65 x 1 12 – 65 x 1 12 – 65 x 1 12 – 65 x 1 12 – 65 x 1 12 – 65 x 1
Electric 

Starting Motor
Electric 

Starting Motor
Electric 

Starting Motor
Electric 

Starting Motor
Electric 

Starting Motor
Electric 

Starting Motor
Electric 

Starting Motor
Electric 

Starting Motor
Electric 

Starting Motor
Radiator with 

fan
Radiator with 

fan
Radiator with 

fan
Radiator with 

fan
Radiator with 

fan
Radiator with 

fan
Radiator with 

fan
Radiator with 

fan
Radiator with 

fan

Forced 
lubrication with 
trochoid pump

Forced 
lubrication with
 trochoid pump

Forced 
lubrication with
 trochoid pump

Forced 
lubrication with
 trochoid pump

Forced 
lubrication with
 trochoid pump

Forced 
lubrication with
 trochoid pump

Forced 
lubrication with
 trochoid pump

Forced 
lubrication with
 trochoid pump

Forced 
lubrication with
 trochoid pump

Generator Model

Output Rating (kVA)

50 Hz 380V

Starting System

Cooling System

Lubricating System

100% load
Lubricating Oil Capacity (L)
Coolant Capacity (L)

Fuel Tank Capacity (L) Sound Proof
Open Skid

Starting Motor (v-kW)

Rated Speed ( 50/60 Hz, rpm )
Bore (mm) x Stroke (mm)
Piston Displacement (cm3)
No. of Cylinders

Fuel

Fuel Consumption (L/hr) at 
50/60 Hz

75% load

Charging Generator (V-A)
Battery Capacity (V-Ah)

4 poles
3-phase / 4 wires
0.8 (Lagging)
Within +/- 1.5 %

1500 RPM ( 50 Hz )
1800 RPM ( 60 Hz )

kg

dBA

kg
Engine Model

Type of Combustion Chamber

Air Intake System

Output Rating (kW)

Brushless, Rotating Exciter (with AVR)
Class ‘H’

60 Hz 440V

Rated Current ( A )
50 Hz Prime

Standby

60 Hz

Rated Frequency / Rated 
Speed

1500 RPM
1800 RPM

Prime
Standby


